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Introducing Posi-*ÏÉÓÔΆ  

 
 
 

9ÏÕ ÓÉÍÐÌÙ ÃÁÎȭÔ ÁÆÆÏÒÄ ÔÏ ÉÇÎÏÒÅ ÔÈÅ  
advantages of the Posi-*ÏÉÓÔΆ ÓÙÓÔÅÍȢ 

 
To start with, because Posi-*ÏÉÓÔΆ  

combines the lightness of timber with  
the strength of the Posi-3ÔÒÕÔΆ ÓÔÅÅÌ  

web, you can span far greater  
distances than would be possible with  

alternative timber products. 
 

This gives you unequalled design  
freedom across a wide range of  

applications for both floor and roof in  
domestic, industrial and commercial  
applications.  The Posi-*ÏÉÓÔΆ ÁÌÌÏ×Ó  

a variety of internal room layouts  
within an external shell due to its clear 

spanning capabilities. 

THE ALTERNATIVE 
JOIST SYSTEM 

Available in Six Standard Depths 
 

PS8  202mm 
PS9N  225mm  PS14N 373mm 
PS10N 253mm  PS16N 421mm 
PS12N 304mm 

Posi-Wƻƛǎǘϰ ƛǎ ŀ ǘŜǎǘŜŘ ǇǊƻŘǳŎǘ ǿƛǘƘ ŀ 9ǳǊƻǇŜŀƴ ¢ŜŎƘƴƛŎŀƭ !ǇǇǊƻǾŀƭ 
ETA-07/0161.  Fire tests of 30, 60 and 90 minutes have been success-
fully passed.  Acoustic tests for impact and airborne sound transfer 
have also been successfully passed.  See Page 10 for more details. 
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The Posi-*ÏÉÓÔΆ ÁÂÉÌÉÔÙ ÔÏ ÓÐÁÎ ÇÒÅÁÔÅÒ  
distances than its timber competitors  

and the fact that they are fully  
competitive with steel and concrete  

beams makes it immediately obvious  
that they offer considerable savings in  

raw materials.  The open web design  
gives the contractor another important  

advantage: it makes installation of  
service and utilities far simpler and  

quicker, reducing both labour costs  
and build-up time on site. 

 
7ÈÁÔȭÓ ÍÏÒÅȟ ÓÉÎÃÅ ÔÈÅÙ ÅÌÉÍÉÎÁÔÅ  

the need for load-bearing intermediate  
walls they dramatically cut overall  

building costs. 
 

1ÕÉÔÅ ÓÉÍÐÌÙȟ ÔÈÅÒÅȭÓ ÎÏ ÍÏÒÅ ÅÆÆÉÃÉÅÎÔ  
or economical way to construct  

floors and roofs. 

ECONOMY 

 

FLEXIBILITY IN USE 
 

Design flexibility is inherent in the  
concept of the Posi-*ÏÉÓÔΆȢ  4ÈÅ ÄÅÐÔÈ 

length  and specification can be adjusted 
to produce an enormous number of 

different specifications, each with 
clearly defined performance criteria. 

In addition, end details of the beam can 
be altered to give a variety of  

support conditions. 
 

You will never come up short with the 
Posi-*ÏÉÓÔΆ 4ÒÉÍÍÁÂÌÅ %ÎÄȢ  %ÁÃÈ ÅÎÄ ÃÁÎ 

incorporate a solid timber block which 
can be engineered with up to 150mm  

allowance for trimming on site . 

EFFICIENCY 
 

Exceptional floor performance 

from a minimum 72mm wide 

fixing surface makes flooring 

easy, controls shrinkage and 

with precision engineering it all 

reduces those tiresome return 

visits and remedial work. 

 

More benefits such as the 

unique open web design pro-

vide an area in which Plumbers 

and Electricians will find it easy 

and convenient to work.  The 

ÊÏÂȭÓ ÄÏÎÅ ÆÁÒ ÍÏÒÅ ÑÕÉÃËÌÙ ÁÎÄ 

the contractor makes worth-

while savings. 

4ÈÅÒÅ ×ÈÅÎ ÙÏÕ ÎÅÅÄ ÉÔ ȣ 
Posi-*ÏÉÓÔÓΆ 4ÒÉÍÍÁÂÌÅ %ÎÄ  
provides field cutting  
flexibility! 

Even on long spans, no herring bone 

strutting is necessary with the Posi-

*ÏÉÓÔΆ ÓÙÓÔÅÍȢ  )Æ ÔÈÅ 

span exceeds 4m a 

strong-back is installed at 

mid-span. 

The Posi-*ÏÉÓÔΆ ÃÁÎ ÁÄÅÑÕÁÔÅÌÙ ÓÐÁÎ 

for flat and pitched roofs. 

 

Its span capability and timber 

flanges make it the more desirable 

alternative to all steel systems. 
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Tested by TRADA and accepted by the 
NHBC , staggered Posi-3ÔÒÕÔΆ ×ÅÂÂÉÎÇ 
reduces the material content of the joist 
providing economic and environmental 
savings.   

TRIM-)4Ά 6!2)!4)/. 

 

MATERIAL SAVINGS 
Posi-*ÏÉÓÔÓΆ ÃÁÎ ÂÅ ÄÅÓÉÇÎÅÄ ÔÏ ÉÎÃÌÕÄÅ ÓÉÎÇÌÅ 

sided Posi-3ÔÒÕÔΆ ×ÅÂÂÉÎÇ ×ÈÅÒÅ ÁÐÐÒÏÐÒÉÁÔÅ ÔÏ 
provide considerable material savings.  

 
The use of staggered webs can give as much as a 

12% reduction in the amount of steel used in a  
Posi-*ÏÉÓÔΆ ÃÏÍÐÁÒÅÄ ÔÏ ÉÔÓ ÃÏÍÐÅÔÉÔÏÒÓȢ 

 
This webbing technique is subject to a patent and 

is typical of the ongoing  development 
of  Posi-*ÏÉÓÔΆȢ 

 

The Trim-)ÔΆ ÅÎÄ ÄÅÔÁÉÌ ÐÒÏÖÉÄÅÓ Á ÆÌÅØÉÂÌÅ 
end detail perfect for applications with 
varying and uncertain spans.  Trimmed 
on site prior to installationɂup to 
600mm can be removed per Posi-*ÏÉÓÔΆȢ 

Maximum 600mm can be trimmed from a stock length 

Ground Floor Applications 


